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MEMORANDUM 

 

To:   Gary Jones 

    Los Angeles County Department of Beaches and Harbors  

13837 Fiji Way 

Marina Del Rey, CA 90292 

  

Date:   July 22, 2014 

 

Subject:    Sephora Design Control Board Application  

    Waterside – Marina Del Rey  

    4766 Admiralty Way  

    Marina Del Rey, CA 90292 

 

Project No.:   214066 

 

Comments:  Please find enclosed our storefront design package for submittal to the LA County 

Department of Beaches and Harbors. This application is for consideration during 

the Design Control Board Meeting on August 20, 2014. 

     

    Included in this submittal is a letter from the Landlord with their authorization to 

proceed, materials sample board, as well as 1 signed and sealed original 

drawings, and 13 copies of 11”x17” packages for submittal. The submittal includes 

a proposed rendering of the Sephora storefront, photographs of the existing site 

conditions, photographs which represent similar built Sephora storefronts 

throughout the nation, applicable architectural and electrical drawings, and 

signage shop drawings from Sephora’s approved vendor. Please note that the 

architectural and electrical drawings are not to scale, as the original construction 

documents are 30”x42”. 

     

    Sephora’s proposed storefront is consistent with the current standard of nation-

wide Sephora branding. The “FOU” concept consists of black composite metal 

panel at the walls, with a connecting soffit at the top of the storefront. The metal 

panels are accented by a red powder coated brake metal fin as shown on the 

enclosed storefront rendering and elevation drawing. The storefront boasts a 

striped black polished granite and tuscan white limestone striped pilaster, which 

serves as the focal point and a basis for horizontal alignments along the storefront. 

The storefront base is black polished granite. The double doors at the entry and 

storefront mullion system are of clear anodized aluminum finish, and the glass is 1” 

thick clear insulated glass with low-e coating. The height of the proposed 

storefront infill is 16’-3”, and will require the removal of existing construction and 

finishes within the boundaries of said new storefront as shown on drawing A6.0. 
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The proposed signage is also consistent with current Sephora nation-wide 

branding, and consists of the following: 

 

    SEPHORA Channel Letters, in lieu of existing US Postal Service sign at storefront: 

- 24” high letters, 15’-3” wide sign, 3” depth, custom font 

- Height to bottom of signage is +/-19’-6” above grade 

- Internally illuminated with LED lights 

- White acrylic at face, painted high gloss black finish 

- 2” of opaque white acrylic at the returns with 1” of opaque gloss 

black vinyl applied to rear of returns 

 

    SEPHORA Channel Letters, in lieu of existing USPS sign at rear storefront: 

- 24” high letters, 15’-3” wide sign, 3” depth, custom font 

- Height to bottom of signage is +/-19’-6” above grade 

- Internally illuminated with LED lights 

- White acrylic at face, painted high gloss black finish 

- 2” of opaque white acrylic at the returns with 1” of opaque gloss 

black vinyl applied to rear of returns 

 

    ‘S’ Flame Logo: 

- 132” high, +/- 17.33” wide, 3” depth, custom design 

- Height to bottom of signage is +/- 1’-6 ½” above grade 

- Internally illuminated with LED lights 

- White polycarbonate face and return with 1” opaque gloss black 

vinyl border applied to rear of returns 

 

    Blade Sign: 

- 1’-5” high, 2’-5” wide, 2 1/4” depth, custom design 

- Height to bottom of signage is +/- 7’-9” above grade 

- Internally illuminated with LED lights 

- Black aluminum sign with 3” white SEPHORA letters on both sides 

 

    Etched Logo at Entry Pilaster: 

- 3” High SEPHORA logo etched into center of 3rd black polished 

granite stripe, 4’-7” above grade 

 

    Please do not hesitate to call with any questions. Thank you for your time and 

consideration. 

 

Architect:  Michael John McCall, McCall Design Group President 

 

By:   Neha Desai, McCall Design Group  

    neha@mccalldesign.com 

 

cc:   Jason Arth, Sephora 

    Walter Wheatley, Sephora 
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DOOR PULLS - BACK TO BACK

2 OVERHEAD CONCEALED
DOOR CLOSER

2 FORMS + SURFACES:  DP7558-20US32D PROVIDED BY OWNER, INSTALLED BY G.C.

BOTTOM PIVOT2

CYLINDER1

BRUSHED
STAINLESS

TOP AND BOTTOM FLUSH BOLTS CONCEALED OPERATION, OPERATE FLUSH & DEAD BOLTS

THRESHOLD1 BRUSHED
STAINLESS

ADAMS RITE OR APPROVED EQUAL

BEST 7-PIN

PEMKO 175SS

PROVIDED WITH DOOR CLOSER

DORMA RTS 88. 105 DEG HOLD OPEN PROVIDE COVER PLATE TO MATCH STOREFRONT

LOCK ACTIVE LEAF WITH KEY CYLINDER ON OUTSIDE
THUMB-TURN INSIDE

"SS" INDICATES STAINLESS STEEL FINISH

ENTRY DOORS1

1. ALL DOORS SHALL BE 1 3/4" THICK, UNLESS NOTED OTHERWISE.

2. ALL DOORS SHALL BE TRIMMED AT THRESHOLD TO PROVIDE 3/4" MINIMUM CLEARANCE ABOVE
FLOOR FINISH MATERIAL TO PERMIT FULL DOOR SWING.

3. CONTRACTOR SHALL VERIFY ACTUAL DOOR HEIGHT REQUIRED FOR DOOR FRAME SYSTEM.

4. ALL EXIT DOORS TO HAVE SIGN WHICH READS: "THIS DOOR TO REMAIN UNLOCKED WHEN BUILDING IS
OCCUPIED."

5. PROVIDE DOOR AND FRAME ASSEMBLY WITH APPROPRIATE LABELS FOR USE IN WALLS WITH REQUIRED
FIRE RATING AS NOTED ON SCHEDULE.

6. DIMENSIONS FOR UNDERCUT DOORS IF ANY SHALL BE MEASURED FROM TOP OF FINISH FLOORING
MATERIAL.

7. DOOR IN THE FULLY OPEN POSITION SHALL NOT REDUCE THE REQUIRED EXIT WIDTH BY MORE THAN 7
INCHES.

8. EXIT DOORWAYS SHALL BE NO LESS THAN 36" IN WIDTH AND NO LESS THAN 6'-8" IN HEIGHT.
PROJECTIONS, INCLUDING PANIC HARDWARE, SHALL NOT REDUCE THE OPENING TO LESS THAN 32"
CLEAR WIDTH.

9. LATCHING AND LOCKING DOORS THAT ARE HAND-ACTIVATED AND WHICH ARE IN A PATH OF
TRAVEL SHALL BE OPERABLE WITH A SINGLE EFFORT BY LEVER TYPE HARDWARE, PANIC BARS,
PUSH-PULL  ACTIVATING  BARS OR OTHER HARDWARE DESIGNED TO PROVIDE PASSAGE WITHOUT
REQUIRING THE ABILITY TO GRASP THE OPENING HARDWARE.  LOCKED EXIT DOORS SHALL OPERATE
AS ABOVE IN EGRESS DIRECTION.

10. HAND-ACTIVATED DOOR OPENING HARDWARE SHALL BE CENTERED BETWEEN 30" AND 44" ABOVE
THE FLOOR.

11. THERE SHALL BE A LEVEL AND CLEAR FLOOR OR LANDING ON EACH SIDE OF A DOOR.  THE LEVEL
AREA SHALL HAVE A LENGTH IN THE DIRECTION OF DOOR SWING OF AT LEAST 60" AND THE LENGTH
OPPOSITE THE DIRECTION OF DOOR SWING OF 48" AS MEASURED AT RIGHT ANGLES TO THE PLANE OF
THE DOOR IN THE CLOSED POSITION.  THE FLOOR OR LANDING SHALL BE LESS THAN OR EQ. TO 1/2"
LOWER THAN THE THRESHOLD.

12. THE WIDTH OF THE LEVEL AREA ON THE SIDE TO WHICH THE DOOR SWINGS SHALL EXTEND A MINIMUM
OF 18" PAST THE STRIKE EDGE FOR INTERIOR DOORS.

13. THE BOTTOM 10" OF ALL DOORS EXCEPT AUTOMATIC SLIDING SHALL HAVE A SMOOTH,
UNINTERRUPTED SURFACE TO ALLOW THE DOOR TO BE OPENED BY A WHEELCHAIR FOOTREST
WITHOUT CREATING A TRAP OR HAZARDOUS CONDITION.  WHERE NARROW FRAME DOORS ARE
USED,  A 10" HIGH SMOOTH PANEL SHALL BE INSTALLED ON THE PUSH SIDE OF THE DOOR, WHICH WILL
ALLOW THE DOOR TO BE OPENED BY A  WHEELCHAIR FOOTREST WITHOUT CREATING A TRAP  OR
HAZARDOUS CONDITION.

14. MAXIMUM EFFORT TO OPERATE DOORS SHALL NOT EXCEED 8.5 POUNDS FOR EXTERIOR DOORS AND
5 POUNDS FOR INTERIOR DOORS.  SUCH PULL OR PUSH EFFORT BEING APPLIED AT RIGHT ANGLES TO
HINGED DOORS AND AT THE CENTER PLANE OF SLIDING OR FOLDING DOORS.  COMPENSATING
DEVICES OR AUTOMATIC DOOR OPERATORS MAYBE INCREASED TO THE MAXIMUM ALLOWABLE BY
THE APPROPRIATE ADMINISTRATIVE AUTHORITY, NOT TO EXCEED 15 POUNDS.

SS-2 SS-2

20/A0.5

14/A0.5
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REMOVE (E) HVAC DUCT
SYSTEM SERVICING
SEPHORA LEASED SPACE,
TYP. THROUGHOUT

GC TO PATCH AND
REPAIR (E) DEMISING
WALLS AS NEEDED, TYP.
THROUGHOUT

BARRICADE BY GC
PER LL'S
GUIDELINES, SEE
BARRICADE
DETAILS
COORDINATE
BARRICADE AND
BARRICADE
GRAPHICS W/
MALL MGMT.

REMOVE (E) PARTITIONS
AS NOTED, TYP.
THROUGHOUT LEASE
SPACE

3'-0"
CLEAR
MAX.

LEASE LINE

REMOVE (E) FLOOR
FINISHES AND PREPARE (E)
SLAB FOR NEW FINISHES,
TYP. THROUGHOUT

REMOVE ALL (E)
CEILINGS, SOFFITS, LIGHT
FIXTURES AND HVAC
SYSTEM SERVICING THE
SPACE

DO NOT REMOVE PIPES,
HVAC DUCTS AND ANY
EQUIPMENT THAT
BELONG TO AND ARE
SERVICING ADJACENT
TENANTS

REMOVE ALL (E)
STOREFRONT AND
DOORS AS
INDICATED

(E) SIDEWALK TO
REMAIN. REPLACE
AND REPAIR AS
REQUIRED - SEE
SHEET A4.0

REMOVE (E) TOILET PARTITIONS, DOOR
AND DOOR FRAME, FLOOR FINISHES,
PLUMBING FIXTURES - CUT PIPES BELOW
SLAB AND CAP AS REQUIRED, TYP.

REMOVE AND/OR RELOCATE (E)
TOILET EXHAUST AS NEEDED TO
ACCOMODATE NEW DESIGN - SEE MEP
DWG'S

REMOVE (E) ELECTRICAL
PANELS AND PHONE BOARD,
TYP. SEE ELEC. DWGS.

REMOVE (E) DOOR AND
DOOR FRAME.  INFILL
WALL PARTITION, FINISH
AND WALL RATING TO
MATCH EXISTING AND PER
MALL REQUIREMENT

(E) DRINKING FOUNTAINS - CUT PIPES
BELOW SLAB AND CAP AS REQUIRED,
TYP.
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ADJACENT TENANT
N.I.C.

AB

1

2

3

4

5

BUILDING
ELECTRICAL ROOM

N.I.C.

80'-3 3/4" VIF
LL TO LL

24'-0" VIF
LL TO LL

80'-3 3/4" VIF
LL TO LL

56'-3 3/4" VIF
LL TO LL

79'-6"
VIF

5 1/4"
VIF

4 1/2"
VIF

1 
1/

2"
V

IF

1 
1/

2"
V

IF

BUILDING EXTERIOR

ADJACENT TENANT
N.I.C.

REMOVE (E) TOILET PARTITIONS,
DOOR AND DOOR FRAME,
FLOOR FINISHES, PLUMBING
FIXTURES - CUT PIPES BELOW
SLAB AND CAP AS REQUIRED,
TYP.

REMOVE AND/OR RELOCATE (E)
TOILET EXHAUST AS NEEDED TO
ACCOMODATE NEW DESIGN - SEE MEP
DWG'S

REMOVE (E) PARTITIONS
AS NOTED, TYP.
THROUGHOUT LEASE
SPACE

REMOVE (E) PARTITIONS
AS NOTED, TYP.
THROUGHOUT LEASE
SPACE

(N) OPENING FOR (N)
EXIT DOOR PER PLANS;
SEE STRUCTURAL
DRAWINGS FOR LINTEL
DETAIL

(E) LEASE LINE

GC TO PATCH AND
REPAIR (E) DEMISING
WALLS AS NEEDED, TYP.
THROUGHOUT

REMOVE (E) DOOR AND
DOOR FRAME.  INFILL
WALL PARTITION, FINISH
AND WALL RATING TO
MATCH ADJACENT
EXISTING AND PER LL
REQUIREMENTS

(E) DOOR TO REMAIN

REMOVE ALL (E)
STOREFRONT AND
DOORS AS
INDICATED

(E) LEASE LINE

REMOVE (E) PARTITIONS
AS NOTED, TYP.
THROUGHOUT LEASE
SPACE

REMOVE (E) PARTITIONS
AS NOTED, TYP.
THROUGHOUT LEASE
SPACE

REMOVE (E)
ELECTRICAL PANELS
AND PHONE BOARD,
TYP. SEE ELEC. DWGS.

REMOVE (E) ELECTRICAL
PANELS AND PHONE BOARD,
TYP. SEE ELEC. DWGS.

REMOVE ALL
GARBAGE BINS

DEMOLITION SPECIFICATIONS

DEMOLITION PLAN

DEMOLITION NOTES

(FIELD VERIFY EXACT LOCATION)
EXISTING PARTITION TO REMAIN

LEASE LINE

LEGEND

A1.0DEMOLITION SPECIFICATIONS

DEMOLITION PLAN

(FIELD VERIFY EXACT LOCATION)
EXISTING PARTITION TO REMAIN

LEASE LINE

A1.0
v3.0 (10/01/2013)

525 MARKET STREET, 32ND FLOOR 
SAN FRANCISCO, CA 94105

WATERSIDE
MARINA DEL REY

4766 ADMIRALTY WAY
MARINA DEL REY, CA 90292

STAMP

ND

PROJECT LOCATION:

5,494 SF

06.16.14

AREA:

214066

ND

DATE:

SCALE:

PROJECT NO.

SHEET NO.

DRAWN BY:

REVIEWED BY:

SHEET TITLE:

CHECKBYDATE ISSUE DESCRIPTION

1

3

4

LL APPROVAL / PERMIT / BID07/18/14 ND ND

N

DEMOLITION PLAN17
1/4"=1'-0"

DESIGN CONTROL BOARD07/22/14 ND NDSUBMITTAL



19
A1.1

BARRICADE GRAPHICS

NTS

17 LANDLORD NOTES
N.T.S.

13 BARRICADE  GRAPHIC IMAGE

BARRICADE  SECTION19
3/8"=12" 3/8"=12"

15

3/8"=12"

14

LANDLORD BARRICADE NOTES
BARRICADE INSTALLATION TO BE COORDINATED W/ MALL OPERATIONS

THE TEMPORARY BARRICADE WILL BE INSTALLED PER LANDLORD
SPECIFICATIONS

A1.1

BARRICADE GRAPHICS

NTS

17 LANDLORD NOTES
N.T.S.

13 BARRICADE  GRAPHIC IMAGE

BARRICADE  SECTION19
3/8"=12" 3/8"=12"

15 BARRICADE  ELEVATION

3/8"=12"

14 BARRICADE  PLAN 

LANDLORD BARRICADE NOTES
BARRICADE INSTALLATION TO BE COORDINATED W/ MALL OPERATIONS

THE TEMPORARY BARRICADE WILL BE INSTALLED PER LANDLORD
SPECIFICATIONS

A1.1
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GANG BOX FOR
SCENTSA.  SEE
ELECTRICAL
DWGS & 18/A7.3

EMPLOYEE LOCKERS

BREAK AREA COUNTER

W.C.

M
O

BI
LE

 S
HE

LV
IN

G

RECEIVING DESK

MER.
WASTE

STOCK SHELVING

FOR ENLARGED
PLANS SEE:

MOP
SINK

19
A7.0 12

A7.0

18
A7.0

17
A7.0 19

A6.0
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ADJACENT TENANT
N.I.C.

48"x12"

48"x12"

48"x12"

48"x12"

3'

48"x18"

48"x12"

48"x12"

48"x12"

48"x12"

48"x12"

48"x12"

3'

48"x18"

5'-0"

CLEAR

36"x18"

48"x12"

48"x12"

48"x12"

48"x12"

3'

48"x18"

48"x12"

48"x12"

48"x12"

48"x12"

48"x12"

48"x12"

3'

48"x18"

5'-0"

CLEAR

AB

1

2

3

4

5
48"x18"48"x18"

48"x18"
36"x18"

36"x18"

48"x18"

BL
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C
K 

C
A

B

36"x18"

36"x18"

BUILDING
ELECTRICAL ROOM

N.I.C.

108 DISPLAY

109

110 STOREFRONT

103 STOCKROOM104

105 OFFICE

102

107 BREAK ROOM

101 SALES AREA

106 HALLWAY

80'-3 3/4" VIF
LL TO LL

24'-0" VIF
LL TO LL

80'-3 3/4" VIF
LL TO LL

56'-3 3/4" VIF
LL TO LL

79'-6"
VIF

5 1/4"
VIF

4 1/2"
VIF

1 
1/

2"
V

IF

1 
1/

2"
V

IF

BUILDING EXTERIOR

ADJACENT TENANT
N.I.C.

(E) 1-HR RATED DEMISING WALL
CONSTRUCTION BY LL TO REMAIN;
GC TO PATCH & REPAIR AS REQ'D TO
MAINTAIN (1) LAYER OF 5/8" THK.
TYPE "X" GWB ON TENANT'S SIDE, TYP.

(E) EXTERIOR WALL BY
LL TO REMAIN; ANY
PENETRATIONS MUST
BE FIRE SEALED

(E) STRUCTURAL COLUMN BY
LL TO REMAIN, TYP.; GC TO
PROTECT DURING
CONSTRUCTION. BUILD-OUT
AROUND COLUMN TO BE
CLAD IN CLEAR ANODIZED
ALUMINUM BRAKE METAL
PANELS (P-10) TO MATCH
STOREFRONT

LEASE LINE, VIF

LEASE LINE, VIFMERCHANDISE
FIXTURE, TYP.

NEW ELECTRICAL FLOOR
BOX, TYP., SEE
ELECTRICAL DWGS. -
ALSO SEE ELECTR. DWGS
FOR ADDITIONAL POWER
& DATA IN SALES AREA

LEASE LINE AT
CENTERLINE OF
DEMISING WALLS

LEASE LINE AT CENTERLINE
OF DEMISING WALL

LEASE LINE AT
EXTERIOR FACE OF
DEMISING WALL

LEASE LINE AT
CENTERLINE OF SHARED
DEMISING WALL

GC TO REMOVE (E)
DOUBLE DOORS AND
INFILL WALL TO
MATCH (E) ADJACENT
CONSTRUCTION AND
FINISH BY LANDLORD

(E) DOOR TO
EXTERIOR TO REMAIN

(N) EXIT DOOR BY GC;
PROVIDE LINTEL ABOVE
DOOR AS NEEDED, SEE
STRUCTURAL DRAWINGS

GC TO REMOVE (E)
DOOR AND INFILL
WALL TO MATCH (E)
ADJACENT
CONSTRUCTION AND
FINISH BY LANDLORD

GC TO REMOVE (E)
DOOR AND INFILL
WALL TO MATCH (E)
ADJACENT
CONSTRUCTION AND
FINISH BY LANDLORD

SLOPED BLACK
COMPOSITE METAL
PANELS (MP-1)

SEPHORA 'S' FLAME LOGO

(N) CANOPY CLAD IN
CLEAR ANODIZED
ALUMINUM BRAKE METAL
PANELS (P-10) ABOVE,
SHOWN DASHED; TYP. OF (2)

(N) SLIP-RESISTENT BLACK
PORCELAIN FLOOR TILES AT
RECESSED AREAS OF
STOREFRONT

(N) GLASS AND ALUMINUM
STOREFRONT ENTRY DOORS

RED POWDER COATED
BRAKE METAL FIN (P-5)
ABOVE, SHOWN DASHED

(N) ILLUMINATED BLADE
SIGN ABOVE, SHOWN
DASHED

2" X 6" CLEAR ANODIZED
ALUMINUM STOREFRONT
SYSTEM WITH 1" THK
INSULATING GLASS
W/SOLARBAN-60

BLACK COMPOSITE
METAL PANELS (MP-1)

3/4" BLACK METAL
REVEAL AT CENTER OF
SHARED DEMISING
WALL

RECESSED DISPLAY
LIGHT FIXTURE, TYP. SEE
ELECTRICAL DRAWINGS

RECESSED DISPLAY RAILS AT
ANIMATION PLATFORM TO
ALIGN WITH RAILS AT
BOTTOM OF METAL
CANOPY ABOVE

(E) 1-HR RATED DEMISING WALL
CONSTRUCTION BY LL TO REMAIN;
GC TO PATCH & REPAIR AS REQ'D TO
MAINTAIN (1) LAYER OF 5/8" THK.
TYPE "X" GWB ON TENANT'S SIDE, TYP.

(E) 1-HR RATED DEMISING WALL
CONSTRUCTION BY LL TO REMAIN;
GC TO PATCH & REPAIR AS REQ'D TO
MAINTAIN (1) LAYER OF 5/8" THK. TYPE
"X" GWB ON TENANT'S SIDE, TYP.

(E) 1-HR RATED DEMISING WALL
CONSTRUCTION BY LL TO REMAIN;
GC TO PATCH & REPAIR AS REQ'D TO
MAINTAIN (1) LAYER OF 5/8" THK.
TYPE "X" GWB ON TENANT'S SIDE, TYP.

(N) BLACK GRANITE (ST-1)
AND WHITE LIMESTONE (ST-2)
STRIPED PILASTER (4 SIDES)

3/4" BLACK METAL
VERTICAL REVEAL
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4-7/8" SUSPENDED
GWB VALANCE
PANEL ABOVE, TYP;
SHOWN DASHED

17
A6.0

FOR ENLARGED
PLANS SEE:

2'-10 1/2"
VIF

18'-10 1/2"
HOLD DIMENSION F.O. GWB TO F.O. GWB

11"
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ALIGN

SEE ELECTRICAL
DRAWINGS FOR ALL
BACKSTAGE POWER,
DATA & ELECTRICAL
EQUIPMENT

ALL PARTITIONS
SURROUNDING OFFICE
TO BE FULL-HEIGHT TO
U/S DECK

5
A7.5

17
A7.5

3
A7.3

7
A7.3

4
A7.3

9
A8.0

FOR ENLARGED
PLANS SEE: 17

A8.0

E1

E1

E1E1

A1

E4 E4

A1

C2

E1

E1

C2

C2

B1

A1

B1

B4

A3

B1 A4

B3

E1

E1

E1

D1

D1

A1

A3

A1 E1

A3

NEW WORK PLAN

GENERAL NOTES3

NEW WORK PLAN17
1/4"=1'-0"

WALL LEGEND1
NTS

NOTES & POWER SYMBOLS2
NTS

(SEE PARTITION TYPES)
NEW NON-RATED PARTITION 

(FIELD VERIFY EXACT LOCATION)
EXISTING PARTITION TO REMAIN

LEASE LINE

X ALL WALL TYPE PARTITION DETAILS, REFER TO SHEET A7.1

REFER TO SHEET A0.3 FOR DOOR SCHEDULE

1/4"=1'-0"

NEW PARTIAL HEIGHT FURRED PARTITION
(SEE PARTITION TYPES)

A2.0

NOTES:

-  REFER TO DETAILS 3, 7, 8 ON SHEET A7.8 FOR ALTERNATE LOCATION OF
OUTLETS BENEATH GONDOLA FIXTURES WHERE CONFLICTS OCCUR

-  REFER TO SHEET A7.1 FOR WALL TYPE PARTITIONS

-  * EXTRA FLOOR RECEPTACLE (ALWAYS ADD 6-8 OUTLETS TO FILL IN GAPS
FOR FUTURE USE)

-  OFFICE PERIMETER PARTITIONS TO BE FULL HEIGHT TO THE UNDERSIDE OF
DECKING, TYPICAL

v3.0 (10/01/2013)
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PERIMETER UNIT SCHEDULE4

19 37 1/4" 711 1/8" 59'-3 1/8"

ADDNO. OF
UNITS/LINEARS

EACH
SIZE FINISH OPENING SIZE

3

5

2

6

4

7

8

10

PERIMETER UNIT FINISH OPENING SIZE

9

37 1/4"

37 1/4"

37 1/4"

37 1/4"

37 1/4"

37 1/4"

37 1/4"

37 1/4"

37 1/4"

2  1/2"

3"

3"

3"

3"

3"

3"

77"

114  3/4"

152"

189  1/4"

226  1/2"

263  3/4"

301"

338  1/4"

375  1/2"

INCHES

6'-5"

9'-6 3/4"

12'-8"

15'-9 1/4"

18'-10 1/2"

21'-11 3/4"

25'-1"

28'-2 1/4"

31'-3 1/2"

11

12

13

37 1/4"

37 1/4"

37 1/4"

3"

3"

3  3/8"

412  3/4"

450"

487 5/8"

34'-4 3/4"

37'-6"

40'-7 5/8"

3"

3"

3  3/8"

1 37 1/4" 2  1/2" 39 3/4" 3'-3 3/4"
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CO.DE GRAPHITE HONED - 24" x 24"

CO.DE GRAPHITE HONED - 24" x 12"

START TILE LAYOUT HERE

(N) TENANT FLOORING
FROM LEASELINE TO
CENTERLINE OF DOOR
CLOSURE &
STOREFRONT BASE.
ENSURE (N) FLOOR
FINISH TRANSITION TO
BE FLUSH W/ (E)
ADJACENT SIDEWALK;
COORDINATE WITH
LANDLORD

ENSURE LEVEL SLAB SURFACE @
MOBILE SHELVES & IF NECESSARY
FLOAT, TOLERANCE IS 18" IN 10'-0"

STRIP &WAX VCT PRIOR TO
MOBILE SHELVING INSTALLATION

FRP-1 TO BE INSTALLED AT ALL
EXPOSED BACKSTAGE WALLS @
48" A.F.F.  ALL WALL EDGES TO
RECEIVE  MOLDED CORNER GUARDS.
SEE FINISH SCHEDULE & ENLARGED
BACKSTAGE PLAN - SHEET A8.0

VCT-2
FLOOR

VCT-1
FLOOR

(N) TENANT FLOORING TO BE
INSTALLED INSIDE TENANT
LEASE LINE @ AREAS OF
RECESSED STOREFRONT.
(N) TENANT TILE TO BE FLUSH
WITH EXISTING SIDEWALK

(E)
FLOOR

START POINT OF INTERIOR
FLOOR TILE LAYOUT

RUN TILE FLOOR FINISH
TIGHT TO FRONT WALLS,
COLUMNS &
BUILD-OUTS, TYP.
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ADJACENT TENANT
N.I.C.

48"x12"

48"x12"

48"x12"

48"x12"

3'

48"x18"

48"x12"

48"x12"

48"x12"

48"x12"

48"x12"

48"x12"

3'

48"x18"

5'-0"

CLEAR

36"x18"

48"x12"

48"x12"

48"x12"

48"x12"

3'

48"x18"

48"x12"

48"x12"

48"x12"

48"x12"

48"x12"

48"x12"

3'

48"x18"

5'-0"

CLEAR

AB
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48"x18"48"x18"

48"x18"
36"x18"

36"x18"

48"x18"

BL
A

C
K 

C
A

B

36"x18"

36"x18"

BUILDING
ELECTRICAL ROOM

N.I.C.

108 DISPLAY

109

110 STOREFRONT

103 STOCKROOM104

105 OFFICE

102

107 BREAK ROOM

101 SALES AREA

106 HALLWAY

80'-3 3/4" VIF
LL TO LL

24'-0" VIF
LL TO LL

80'-3 3/4" VIF
LL TO LL

56'-3 3/4" VIF
LL TO LL

79'-6"
VIF

5 1/4"
VIF

4 1/2"
VIF

1 
1/

2"
V

IF

1 
1/

2"
V

IF

BUILDING EXTERIOR

ADJACENT TENANT
N.I.C.
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P-3 / FRP-1
ACT-1 B-2

P-3 / FRP-1
ACT-1 B-2

P-3
ACT-1 B-2

P-3
ACT-1 B-2

P-3 / FRP-1
GWB P-3 VS-1

P-3 / FRP-1
ACT-1 B-2

P-2 / P-3 / P-4
GWB P-1 B-1 / B-4

MP-1 / GLAZ
MP-1 B-3

GLAZING
MP-1 B-4

ST-1
COLUMN

STRIPES
ST-2

MP-1

MP-1

P-10
BRAKE METAL

CLADDING

 FINISH PLAN100 SALES

1/4"=1'-0"

SYMBOL LEGEND1
NTS

A4.0

 FINISH PLAN100 SALES

1/4"=1'-0"

FINISH NOTES2

SYMBOL LEGEND1
NTS

FINISH PLAN17
1/4"=12"

TILE QUANTITY LEGEND4
N.T.S.

TILE PATTERN3
1/8" = 12"
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RECESSED ARAKAWA
DISPLAY RAIL AT METAL
CEILING PANELS- TO
ALIGN WITH TRACKS AT
ANIMATION BASE

LEASE LINE, VIF

LEASE LINE, VIF

RED POWDER
COATED METAL FIN
(P-5)

12'-0" A.F.F. GWB P-1

12'-0" A.F.F. ACT-1

12'-0" A.F.F. ACT-1

8'-0" A.F.F. ACT-1

10'-9" A.F.F. GWB P-1
-- SOFFIT

16' - 3" A.F.F. MP-1

9' - 2" A.F.F. MP-1

9' - 2" A.F.F. MP-1

RECESSED LIGHT
FIXTURES, TYP. SEE
ELECTRICAL DRAWINGS

12'-0" A.F.F. ACT-1

12'-0" A.F.F. ACT-1

8'-0" A.F.F. GWB P-3

RECESSED LIGHT
FIXTURES AT ENTRY,
TYP. OF (3). SEE
ELECTRICAL
DRAWINGS

CUT DRAIN PIPE TO BE
CAPPED / REMOVED BY
LANDLORD FROM LEASE
AREA

(E) WF STEEL BEAM TO
REMAIN; B.O. AT 13'-4 1/2"
AFF, VIF

(E) BUILDING STEEL H2O PIPE
AT 13'-5 1/8" AFF;
LANDLORD TO CONFIRM IF
IN USE AND NEEDS TO
REMAIN

7'-0"7'-0"
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ADJACENT TENANT
N.I.C.

AB

1

2

3

4

5

BUILDING
ELECTRICAL ROOM

N.I.C.

108 DISPLAY

109

110 STOREFRONT

103 STOCKROOM104

105 OFFICE

102

107 BREAK ROOM

101 SALES AREA

106 HALLWAY

80'-3 3/4" VIF
LL TO LL

24'-0" VIF
LL TO LL

80'-3 3/4" VIF
LL TO LL

56'-3 3/4" VIF
LL TO LL

79'-6"
VIF

5 1/4"
VIF

4 1/2"
VIF

1 
1/

2"
V

IF

1 
1/

2"
V

IF

BUILDING EXTERIOR

ADJACENT TENANT
N.I.C.

7'-0"6'-5"6'-5"

7'
-1

"
7'

-6
"

RECESSED LIGHT
FIXTURES AT TRANSOM
AREA, TYP. OF (10). SEE
ELECTRICAL DRAWINGS

SYMBOL

S1 RECESSED 6" METAL HALIDE DOWNLIGHT
 120V, 30W, (1) PAR38

LTG TYPE

FU3

UNDER CABINET FIXTURE,
120V, 21W,G3

1'-0" X 4'-0" RECESSED FLUORESCENT,  LENSED TROFFER 120V, 63W

EC
CEILING MOUNTED LED LIT, SELF-POWERED EXIT SIGN  -  3.5W, 120V

BATTERY PACK PROVIDED FOR 90 MINUTES OF EMERGENCY USE

EW

SYMBOL

DESCRIPTION

DESCRIPTION

SPEAKER FLUSH MOUNTED

SUPPLY AIR GRILLE

A ACCESS PANEL

S2
RECESSED MOUNTED

6" FLUORESCENT DOWNLIGHT
 120V, 32W, (1) PAR38

WW 6" DOWNLIGHT FLUORESCENT
WALL WASHER,120V, 32W

SYMBOL LTG TYPE DESCRIPTION

F1BB

F2BB

F3BB

F4BB

U1

RECESSED ONE-LAMP METAL HALIDE ADJUSTABLE COMBINATION
FIXTURE WITH DRYWALL FLANGE, 120V, 25W, PAR 38

BLACK INTERIOR, BLACK FLANGE

RECESSED TWO-LAMP METAL HALIDE ADJUSTABLE COMBINATION
FIXTURE WITH DRYWALL FLANGE, 120V, 50W, PAR 38

BLACK INTERIOR, BLACK FLANGE

RECESSED THREE-LAMP METAL HALIDE ADJUSTABLE COMBINATION
FIXTURE WITH DRYWALL FLANGE, 120V, 75W, PAR 38

BLACK INTERIOR, BLACK FLANGE

RECESSED FOUR-LAMP METAL HALIDE ADJUSTABLE COMBINATION
FIXTURE WITH DRYWALL FLANGE, 120V, 100W, PAR 38

BLACK INTERIOR, BLACK FLANGE

UPLIGHT IN BOX MOUNTED @ STOREFRONT ANIMATION BASE
120V, 11W LED

SEE SHEET A6.0 FOR LOCATIONS AND QUANTITIES

X6

SINGLE FACE

W/DIRECTIONAL ARROWS

DOUBLE FACE

SINGLE FACE

W/DIRECTIONAL ARROWS
DOUBLE FACE

WALL MOUNTED LED LIT, SELF-POWERED EXIT SIGN  -  3.5W, 120V
BATTERY PACK PROVIDED FOR 90 MINUTES OF EMERGENCY USE

RECESSED EMERGENCY LIGHT FIXTURE WITH
BATTERY PACK, 120V. (2) 35W  MR16

RETURN AIR GRILLE

FJ STAGGERED (ADJUSTABLE) T5 FLUORESCENT
STRIP, 120V, 60W

FT 2'-0" X 4'-0" RECESSED FLUORESCENT FIXTURE,
LENSED TROFFER, 120V, 93W

FT-1
2'-0" X 4'-0" RECESSED W/ DRYWALL FLANGE

FLUORESCENT FIXTURE, LENSED TROFFER, 120V, 93W

SYMBOL LTG TYPE DESCRIPTION

F1

F2

F3

F4

RECESSED ONE-LAMP METAL HALIDE ADJUSTABLE COMBINATION
FIXTURE WITH DRYWALL FLANGE, 120V, 25W, PAR 38

BLACK INTERIOR, WHITE FLANGE

RECESSED TWO-LAMP METAL HALIDE ADJUSTABLE COMBINATION
FIXTURE WITH DRYWALL FLANGE, 120V, 50W, PAR 38

BLACK INTERIOR, WHITE FLANGE

RECESSED THREE-LAMP METAL HALIDE ADJUSTABLE COMBINATION
FIXTURE WITH DRYWALL FLANGE, 120V, 75W, PAR 38

BLACK INTERIOR, WHITE FLANGE

RECESSED FOUR-LAMP METAL HALIDE ADJUSTABLE COMBINATION
FIXTURE WITH DRYWALL FLANGE, 120V, 100W, PAR 38

BLACK INTERIOR, WHITE FLANGE

SPRINKLER HEADS. SEE FP1.0

LED WALL WASHER BEHIND STOREFRONT TRANSOM.
(VERIFY WITH SEPHORA PM)

F3B 3'L, T5 FLOURESCENT STRIP LIGHTS MOUNTED AT 10'-8" AFF
BEHIND VALENCE PANELS, TYP.

F3C 4'L, T5 FLOURESCENT STRIP LIGHTS MOUNTED AT 10'-8" AFF
BEHIND VALENCE PANELS, TYP.

F3A 2'L, T5 FLOURESCENT STRIP LIGHTS MOUNTED AT 10'-8" AFF
BEHIND VALENCE PANELS, TYP.

3.

2.

1.

REFLECTED CEILING PLAN

4.

8.

5.

9.

1/4"=1'-0"

6.

7.

10.

SYMBOL LEGEND1
NTS

CEILING NOTES4

REFLECTED CEILING PLAN17
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4 3 2 1

4 3 2 1

ADJACENT TENANT
N.I.C.

ADJACENT BUILDING
ELECTRICAL ROOM

N.I.C.

LEASE LINE, VIFLEASE LINE, VIF

(N) CANOPY CLAD
IN CLEAR ANODIZED
ALUMINUM BRAKE
METAL TO MATCH
STOREFRONT

RED POWDER COATED
BRAKE METAL FIN IN
FRONT OF GLAZING

(E) CONSTRUCTION
AND FINISHES BY
LANDLORD  TO REMAIN

2" X 6" CLEAR ANODIZED
ALUMINUM STOREFRONT SYSTEM
WITH 1" THK INSULATING GLASS
WITH SOLARBAN-60

(E) CONSTRUCTION BY LL
TO REMAIN; PATCH AND
REPAIR AS REQUIRED

9'
-0

"
EN

TR
Y 

D
O

O
R

CLAD (E) COLUMN CLAD IN CLEAR
ANODIZED ALUMINUM BRAKE METAL
PANELS TO MATCH STOREFRONT

BLACK GRANITE (ST-1) AND
WHITE LIMESTONE (ST-2) STRIPED
PILASTER

BLACK COMPOSITE
METAL PANELS WITH
BEVELED BACK-BENT EDGES

LINE OF METAL
FLASHING AT T.O.
STOREFRONT

3'-8 1/4" 15'-8" 2'-0" 9'-0" 9'-0 1/2" 1'-10" 8'-8 3/4" 9'-11 3/4"

2"
4'

-2
"4'

-8
"

1'
-2

"

EQ

1'
-3

"

CRITICAL ALIGNMENT NOTES:

GENERAL CONTRACTOR AND ALL SUBCONTRACTORS
RESPONSIBLE FOR FABRICATION & INSTALLATION OF
STOREFRONT IN ITS ENTIREITY, SHALL BE RESPONSIBLE FOR
ALL CRITICAL ALIGNMENTS AS INDICATED ON
ELEVATIONS.  IT IS IMPERATIVE THAT THE ALIGNMENTS AS
SHOWN AND/OR NOTED, ARE TO BE MAINTAINED.  IF
EXISTING CONDITIONS DO NOT MATCH WHAT IS SHOWN,
THE GC MUST CONTACT SEPHORA IMMEDIATELY FOR A
RESOLUTION.

EXAMPLES OF CRITICAL ALIGNMENTS ARE AS FOLLOWS:

 BOTTOM OF UPPER BLACK METAL PANELS WITH
BLACK STRIPE @ PILASTER & BLADE SIGN

 VERTICAL JOINTS OF METAL PANELS WITH GLASS
JOINTS

 GRANITE BASE @ METAL PANELS WITH STAINLESS
BASE @ STOREFRONT

 METAL PANEL HORIZONTAL JOINTS @ OUTSIDE FACE
OF STOREFRONT WITH INTERIOR PANELS

 JOINTS @ THE RED ACCENT BAND ARE TO ALIGN
WITH GLASS/METAL PANEL JOINTS

 ALL JOINTS ARE TO BE TIGHT AS POSSIBLE TO
MINIMIZE THEIR APPEARANCE

STRIPED STONE COLUMN NOTES:

GENERAL CONTRACTOR IS TO FIELD MEASURE OVERALL
HEIGHT FROM EXISTING MALL FINISH FLOOR TO
UNDERSIDE OF MALL BULKHEAD PRIOR TO FABRICATION
OF BLACK AND WHITE PANELS AT STRIPED COLUMN.

IF FIELD DIMENSIONS VARY FROM THE ELEVATION
SHOWN, CONTACT THE SEPHORA CONSTRUCTION PM.
STRIPES AT COLUMN ARE TO BE FABRICATED AS SHOWN
IN TERMS OF QUANTITY AND PROPORTION.   (ALL WHITE
STRIPES ARE TO BE THE SAME DIMENSION; ALL BLACK
STRIPES ABOVE THE GRANITE BASE ARE TO BE THE SAME
DIMENSION)  FINAL HEIGHTS ARE TO BE ADJUSTED BY
SEPHORA IF BULKHEAD HEIGHT VARIES.  SEPHORA TO
CONFIRM FINAL LAYOUT PRIOR TO INSTALLATION.
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PARTIAL PLAN DETAIL17
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STOREFRONT ELEVATION19
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1/2"=1'-0"

PARTIAL PLAN DETAIL17
1/2"=12"

STOREFRONT ELEVATION19
1/2"=12"

STOREFRONT
ELEVATION

A6.0
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PARTIAL PLAN DETAIL17
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ELEVATION

A6.0
v3.0 (10/01/2013)

525 MARKET STREET, 32ND FLOOR 
SAN FRANCISCO, CA 94105

WATERSIDE
MARINA DEL REY

4766 ADMIRALTY WAY
MARINA DEL REY, CA 90292

STAMP

ND

PROJECT LOCATION:

5,494 SF

06.16.14

AREA:

214066

ND

DATE:

SCALE:

PROJECT NO.

SHEET NO.

DRAWN BY:

REVIEWED BY:

SHEET TITLE:

CHECKBYDATE ISSUE DESCRIPTION

N

LL APPROVAL / PERMIT / BID07/18/14 ND ND

DESIGN CONTROL BOARD07/22/14 ND NDSUBMITTAL



24
'-1

", 
V

IF
(E

) P
A

RA
PE

T

19
'-6

"
B.

O
. S

IG
N

A
G

E

1 2 3 4

LEASE
LINE, VIF

LEASE LINE, VIF

(E) CONSTRUCTION
AND FINISHES BY
LANDLORD  TO REMAIN

(E) CONSTRUCTION
AND FINISHES BY
LANDLORD  TO REMAIN
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T.O. (E) FINISH FLOOR
ELEV= 0'-0" FF

B.O. (E) WOOD DECK
ELEV= +/- 14'-11 1/8" AFF, VIF

A

B.O. (N) METAL SOFFIT
ELEV= 13'-5" AFF, VIF

B.O. (N) SIGNAGE
ELEV= 19'-5 5/8" AFF

B.O. (E) WOOD JOIST
ELEV= +/- 13'-10 7/8" AFF, VIF

B.O. (E) WF STEEL BEAM
ELEV= 13'-4 3/8" AFF, VIF

T.O. (E) FINISH FLOOR
ELEV= 0'-0" FF

B.O. (E) WOOD DECK
ELEV= +/- 14'-11 1/8" AFF, VIF

A

2'-6"

B.O. (N) METAL SOFFIT
ELEV= 13'-5" AFF, VIF

B.O. (N) SIGNAGE
ELEV= 19'-5 5/8" AFF

(E) COPPER H2O PIPE BEYOND;
B.O. AT 13'-8 1/2" AFF

B.O. (E) WOOD JOIST
ELEV= +/- 13'-10 7/8" AFF, VIF

B.O. (E) WF STEEL BEAM
ELEV= 13'-4 3/8" AFF, VIF

2'-6"

INTERIOR PORCELAIN FLOOR TILE

CORIAN BASE (B-1) ON
SALES AREA SIDE BEYOND

COMPOSITE METAL PANELS
(MP-1) TO CONTINUE TO FINISH
FLOOR AT INTERIOR OF STORE

PAINTED INTERIOR GWB
WALL BEYOND

PAINTED SUSPENDED GWB
VALANCE PANEL BEYOND

RECESSED METAL HALIDE
LIGHT FIXTURE AT SALES
AREA BEYOND; SEE
ELECTRICAL DRAWINGS

BLACK COMPOSITE METAL PANELS
(MP-1) WITH BACK-BEVELED BENT
EDGES. NO SEAMS AT BENDS -
CONTINUOUS FOLDS, TYP.

PAINTED INTERIOR
SUSPENDED GWB CEILING

3/8" BLACK METAL REVEAL

BLACK GRANITE FINISH
(ST-1) DISPLAY PLATFORM

RECESSED ANIMATION RAILS AT
DISPLAY PLATFORM TO ALIGN
WITH RAILS AT METAL CANOPY
ABOVE, TYP.

TYPICAL BUTT JOINT AT BLACK
COMPOSITE METAL PANELS (MP-1)
TO ALIGN WITH BUTT JOINTS AT
STOREFRONT

RECESSED METAL HALIDE
DISPLAY LIGHTING; SEE
ELECTRICAL DRAWINGS

(E) LL CONSTRUCTION AND FINISH TO
REMAIN, SHOWN HATCHED. AREA TO
BE V.I.F. - NOTIFY ARCHITECT,
SEPHORA PM, AND STRUCTURAL
ENGINEER OF ANY CONFLICTING
CONDITIONS IMMEDIATELY

(E) DRAINS AND ABANDONED
PIPING TO BE REMOVED

(E) 2" ELECTRICAL CONDUIT
SERVING TENANT SPACE; B.O. AT
12'-5" AFF. GC TO RELOCATE

(N) CANOPY CLAD IN CLEAR
ANODIZED ALUMINUM FINISH (P-10)
TO MATCH STOREFRONT. EDGE OF
CANOPY TO ALIGN WITH EDGE OF
DISPLAY PLATFORM BELOW

LEASE LINE, VIF

RED POWDER COATED BRAKE
METAL FIN (P-5) IN FRONT OF
GLAZING

2" X 6" CLEAR ANODIZED ALUMINUM
STOREFRONT MULLION SYSTEM
BEYOND WITH WITH 1" THK. INSULATING
CLEAR TEMPERED GLAZING

(E) MALL CONSTRUCTION AND
FINISH TO REMAIN, SHOWN
HATCHED; GC TO PROTECT
DURING CONSTRUCTION AND
PATCH & REPAIR AS REQUIRED

SLOPED BLACK COMPOSITE
METAL PANELS (MP-1) AT
FASCIA

2'-1" HIGH SIDE-LIT
ACRYLIC LOGO SIGNAGE
MOUNTED TO FASCIA

(E) MALL CONSTRUCTION AND
FINISH TO REMAIN, SHOWN
HATCHED; GC TO PROTECT
DURING CONSTRUCTION AND
PATCH & REPAIR AS REQUIRED

3/4" BLACK METAL REVEAL TO
MATCH COMPOSITE METAL PANELS

CONTINUOUS METAL FLASHING TO
EXTEND UP 6" MIN; PAINT BLACK TO
MATCH COMPOSITE METAL
PANELS. FASCIA TO BE PARTIALLY
REMOVED TO ACCOMMODATE (N)
WATERPROOFING; (N) INFILL TO
MATCH (E) ADJACENT
CONSTRUCTION AND FINISH BY LL

2'-1" HIGH SIDE-LIT
ACRYLIC LOGO SIGNAGE
MOUNTED TO FASCIA

SLOPED BLACK COMPOSITE
METAL PANELS (MP-1) AT
FASCIA

RED POWDER COATED BRAKE
METAL FIN (P-5) IN FRONT OF
GLAZING

MAINTAIN REQUIRED
SLOPE AT SIDEWALK

(E) CONCRETE SIDEWALK TO
REMAIN; ENSURE FLUSH TRANSITION
TO TENANT FLOOR TILES

SLIP-RESISTANT (FLAMED) PORCELAIN
TILE FLOORING (PT-4) AT AREAS OF
RECESSED STOREFRONT

+/- 8" H. BLACK GRANITE BASE (B-3) AT
GLAZING BEYOND TO ALIGN WITH BASE
AT INTERIOR. SCRIBE FINISH TO FLOOR
LINE; NO CAULKING ALLOWED

(N) CONCRETE CURB; SEE
STRUCTURAL DRAWINGS

(N) RECESSED LIGHT
FIXTURE AT ENTRY; SEE
ELECTRICAL DRAWINGS

3/4" BLACK METAL REVEAL TO
MATCH COMPOSITE METAL PANELS

CONTINUOUS METAL FLASHING TO
EXTEND UP 6" MIN; PAINT BLACK TO
MATCH COMPOSITE METAL
PANELS. FASCIA TO BE PARTIALLY
REMOVED TO ACCOMMODATE (N)
WATERPROOFING; (N) INFILL TO
MATCH (E) ADJACENT
CONSTRUCTION AND FINISH BY LL

(E) COPPER H2O PIPE BEYOND;
B.O. AT 13'-8 1/2" AFF

INTERIOR PORCELAIN FLOOR TILE

CORIAN BASE (B-1) ON
SALES AREA SIDE BEYOND

COMPOSITE METAL PANELS
(MP-1) TO CONTINUE TO FINISH
FLOOR AT INTERIOR OF STORE

PAINTED INTERIOR GWB
WALL BEYOND

PAINTED SUSPENDED GWB
VALANCE PANEL (P-3) BEYOND

RECESSED METAL HALIDE
LIGHT FIXTURE AT SALES
AREA BEYOND; SEE
ELECTRICAL DRAWINGS

BLACK COMPOSITE METAL PANELS
(MP-1) WITH BACK-BEVELED BENT
EDGES. NO SEAMS AT BENDS -
CONTINUOUS FOLDS, TYP.

PAINTED INTERIOR SUSPENDED
GWB CEILING (P-1)

3/8" BLACK METAL REVEAL

TYPICAL BUTT JOINT AT BLACK
COMPOSITE METAL PANELS (MP-1)
TO ALIGN WITH BUTT JOINTS AT
STOREFRONT

RECESSED METAL HALIDE
DISPLAY LIGHTING; SEE
ELECTRICAL DRAWINGS

(E) DRAINS AND ABANDONED
PIPING TO BE REMOVED

(E) 2" ELECTRICAL CONDUIT
SERVING TENANT SPACE; B.O. AT
12'-5" AFF. GC TO RELOCATE

(N) CANOPY CLAD IN CLEAR
ANODIZED ALUMINUM FINISH (P-10)
TO MATCH STOREFRONT. EDGE OF
CANOPY TO ALIGN WITH EDGE OF
DISPLAY PLATFORM BELOW

SEPHORA CUSTOM
DOOR PULLS; SEE
DETAIL 2/A0.3

(N) ENTRY DOORS WITH 1" THK.
INSULATING CLEAR TEMPERED
GLAZING W/ 10" H. CLEAR
ANODIZED ALUMINUM BOTTOM RAIL

2"

LEASE LINE, VIF

OVERLAP BRAKE METAL PANELS
(P-10) AT SEAM. PROVIDE WEEP
HOLES FOR DRAINAGE

(N) STRUCTURAL BEAMS AND METAL
FRAMING (SEE STRUCTURAL
DRAWINGS). GC TO FIELD VERIFY
EXISTING STRUCTURE AFTER
DEMOLITION IS COMPLETE AND
NOTIFY OWNER, ARCHITECT, AND
STRUCTURAL ENGINEER OF EXISTING
CONDITIONS.

(N) STRUCTURAL BEAMS AND METAL
FRAMING (SEE STRUCTURAL
DRAWINGS). GC TO FIELD VERIFY
EXISTING STRUCTURE AFTER
DEMOLITION IS COMPLETE AND
NOTIFY OWNER, ARCHITECT, AND
STRUCTURAL ENGINEER OF EXISTING
CONDITIONS.

(E) LL CONSTRUCTION AND FINISH TO
REMAIN, SHOWN HATCHED. AREA TO
BE V.I.F. - NOTIFY ARCHITECT,
SEPHORA PM, AND STRUCTURAL
ENGINEER OF ANY CONFLICTING
CONDITIONS IMMEDIATELY

T.O. (E) FINISH FLOOR
ELEV= 0'-0" FF

B.O. (E) WOOD DECK
ELEV= +/- 14'-11 1/8" AFF, VIF

A

B.O. (N) METAL SOFFIT
ELEV= 13'-5" AFF, VIF

B.O. (N) SIGNAGE
ELEV= 19'-5 5/8" AFF

B.O. (E) WOOD JOIST
ELEV= +/- 13'-10 7/8" AFF, VIF

B.O. (E) WF STEEL BEAM
ELEV= 13'-4 3/8" AFF, VIF

T.O. (E) FINISH FLOOR
ELEV= 0'-0" FF

B.O. (E) WOOD DECK
ELEV= +/- 14'-11 1/8" AFF, VIF

A

2'-6"

B.O. (N) METAL SOFFIT
ELEV= 13'-5" AFF, VIF

B.O. (N) SIGNAGE
ELEV= 19'-5 5/8" AFF

(E) COPPER H2O PIPE BEYOND;
B.O. AT 13'-8 1/2" AFF

B.O. (E) WOOD JOIST
ELEV= +/- 13'-10 7/8" AFF, VIF

B.O. (E) WF STEEL BEAM
ELEV= 13'-4 3/8" AFF, VIF

2'-6"

INTERIOR PORCELAIN FLOOR TILE

CORIAN BASE (B-1) ON
SALES AREA SIDE BEYOND

COMPOSITE METAL PANELS
(MP-1) TO CONTINUE TO FINISH
FLOOR AT INTERIOR OF STORE

PAINTED INTERIOR GWB
WALL BEYOND

PAINTED SUSPENDED GWB
VALANCE PANEL BEYOND

RECESSED METAL HALIDE
LIGHT FIXTURE AT SALES
AREA BEYOND; SEE
ELECTRICAL DRAWINGS

BLACK COMPOSITE METAL PANELS
(MP-1) WITH BACK-BEVELED BENT
EDGES. NO SEAMS AT BENDS -
CONTINUOUS FOLDS, TYP.

PAINTED INTERIOR
SUSPENDED GWB CEILING

3/8" BLACK METAL REVEAL

BLACK GRANITE FINISH
(ST-1) DISPLAY PLATFORM

RECESSED ANIMATION RAILS AT
DISPLAY PLATFORM TO ALIGN
WITH RAILS AT METAL CANOPY
ABOVE, TYP.

TYPICAL BUTT JOINT AT BLACK
COMPOSITE METAL PANELS (MP-1)
TO ALIGN WITH BUTT JOINTS AT
STOREFRONT

RECESSED METAL HALIDE
DISPLAY LIGHTING; SEE
ELECTRICAL DRAWINGS

(E) LL CONSTRUCTION AND FINISH TO
REMAIN, SHOWN HATCHED. AREA TO
BE V.I.F. - NOTIFY ARCHITECT,
SEPHORA PM, AND STRUCTURAL
ENGINEER OF ANY CONFLICTING
CONDITIONS IMMEDIATELY

(E) DRAINS AND ABANDONED
PIPING TO BE REMOVED

(E) 2" ELECTRICAL CONDUIT
SERVING TENANT SPACE; B.O. AT
12'-5" AFF. GC TO RELOCATE

(N) CANOPY CLAD IN CLEAR
ANODIZED ALUMINUM FINISH (P-10)
TO MATCH STOREFRONT. EDGE OF
CANOPY TO ALIGN WITH EDGE OF
DISPLAY PLATFORM BELOW

LEASE LINE, VIF

RED POWDER COATED BRAKE
METAL FIN (P-5) IN FRONT OF
GLAZING

2" X 6" CLEAR ANODIZED ALUMINUM
STOREFRONT MULLION SYSTEM
BEYOND WITH WITH 1" THK. INSULATING
CLEAR TEMPERED GLAZING

(E) MALL CONSTRUCTION AND
FINISH TO REMAIN, SHOWN
HATCHED; GC TO PROTECT
DURING CONSTRUCTION AND
PATCH & REPAIR AS REQUIRED

SLOPED BLACK COMPOSITE
METAL PANELS (MP-1) AT
FASCIA

2'-1" HIGH SIDE-LIT
ACRYLIC LOGO SIGNAGE
MOUNTED TO FASCIA

(E) MALL CONSTRUCTION AND
FINISH TO REMAIN, SHOWN
HATCHED; GC TO PROTECT
DURING CONSTRUCTION AND
PATCH & REPAIR AS REQUIRED

3/4" BLACK METAL REVEAL TO
MATCH COMPOSITE METAL PANELS

CONTINUOUS METAL FLASHING TO
EXTEND UP 6" MIN; PAINT BLACK TO
MATCH COMPOSITE METAL
PANELS. FASCIA TO BE PARTIALLY
REMOVED TO ACCOMMODATE (N)
WATERPROOFING; (N) INFILL TO
MATCH (E) ADJACENT
CONSTRUCTION AND FINISH BY LL

2'-1" HIGH SIDE-LIT
ACRYLIC LOGO SIGNAGE
MOUNTED TO FASCIA

SLOPED BLACK COMPOSITE
METAL PANELS (MP-1) AT
FASCIA

RED POWDER COATED BRAKE
METAL FIN (P-5) IN FRONT OF
GLAZING

MAINTAIN REQUIRED
SLOPE AT SIDEWALK

(E) CONCRETE SIDEWALK TO
REMAIN; ENSURE FLUSH TRANSITION
TO TENANT FLOOR TILES

SLIP-RESISTANT (FLAMED) PORCELAIN
TILE FLOORING (PT-4) AT AREAS OF
RECESSED STOREFRONT

+/- 8" H. BLACK GRANITE BASE (B-3) AT
GLAZING BEYOND TO ALIGN WITH BASE
AT INTERIOR. SCRIBE FINISH TO FLOOR
LINE; NO CAULKING ALLOWED

(N) CONCRETE CURB; SEE
STRUCTURAL DRAWINGS

(N) RECESSED LIGHT
FIXTURE AT ENTRY; SEE
ELECTRICAL DRAWINGS

3/4" BLACK METAL REVEAL TO
MATCH COMPOSITE METAL PANELS

CONTINUOUS METAL FLASHING TO
EXTEND UP 6" MIN; PAINT BLACK TO
MATCH COMPOSITE METAL
PANELS. FASCIA TO BE PARTIALLY
REMOVED TO ACCOMMODATE (N)
WATERPROOFING; (N) INFILL TO
MATCH (E) ADJACENT
CONSTRUCTION AND FINISH BY LL

(E) COPPER H2O PIPE BEYOND;
B.O. AT 13'-8 1/2" AFF

INTERIOR PORCELAIN FLOOR TILE

CORIAN BASE (B-1) ON
SALES AREA SIDE BEYOND

COMPOSITE METAL PANELS
(MP-1) TO CONTINUE TO FINISH
FLOOR AT INTERIOR OF STORE

PAINTED INTERIOR GWB
WALL BEYOND

PAINTED SUSPENDED GWB
VALANCE PANEL (P-3) BEYOND

RECESSED METAL HALIDE
LIGHT FIXTURE AT SALES
AREA BEYOND; SEE
ELECTRICAL DRAWINGS

BLACK COMPOSITE METAL PANELS
(MP-1) WITH BACK-BEVELED BENT
EDGES. NO SEAMS AT BENDS -
CONTINUOUS FOLDS, TYP.

PAINTED INTERIOR SUSPENDED
GWB CEILING (P-1)

3/8" BLACK METAL REVEAL

TYPICAL BUTT JOINT AT BLACK
COMPOSITE METAL PANELS (MP-1)
TO ALIGN WITH BUTT JOINTS AT
STOREFRONT

RECESSED METAL HALIDE
DISPLAY LIGHTING; SEE
ELECTRICAL DRAWINGS

(E) DRAINS AND ABANDONED
PIPING TO BE REMOVED

(E) 2" ELECTRICAL CONDUIT
SERVING TENANT SPACE; B.O. AT
12'-5" AFF. GC TO RELOCATE

(N) CANOPY CLAD IN CLEAR
ANODIZED ALUMINUM FINISH (P-10)
TO MATCH STOREFRONT. EDGE OF
CANOPY TO ALIGN WITH EDGE OF
DISPLAY PLATFORM BELOW

SEPHORA CUSTOM
DOOR PULLS; SEE
DETAIL 2/A0.3

(N) ENTRY DOORS WITH 1" THK.
INSULATING CLEAR TEMPERED
GLAZING W/ 10" H. CLEAR
ANODIZED ALUMINUM BOTTOM RAIL

2"

LEASE LINE, VIF

OVERLAP BRAKE METAL PANELS
(P-10) AT SEAM. PROVIDE WEEP
HOLES FOR DRAINAGE

(N) STRUCTURAL BEAMS AND METAL
FRAMING (SEE STRUCTURAL
DRAWINGS). GC TO FIELD VERIFY
EXISTING STRUCTURE AFTER
DEMOLITION IS COMPLETE AND
NOTIFY OWNER, ARCHITECT, AND
STRUCTURAL ENGINEER OF EXISTING
CONDITIONS.

(N) STRUCTURAL BEAMS AND METAL
FRAMING (SEE STRUCTURAL
DRAWINGS). GC TO FIELD VERIFY
EXISTING STRUCTURE AFTER
DEMOLITION IS COMPLETE AND
NOTIFY OWNER, ARCHITECT, AND
STRUCTURAL ENGINEER OF EXISTING
CONDITIONS.

(E) LL CONSTRUCTION AND FINISH TO
REMAIN, SHOWN HATCHED. AREA TO
BE V.I.F. - NOTIFY ARCHITECT,
SEPHORA PM, AND STRUCTURAL
ENGINEER OF ANY CONFLICTING
CONDITIONS IMMEDIATELY

SECTION AT STOREFRONT5
1"=12"

SECTION AT STOREFRONT17
1"=12"

SECTION AT STOREFRONT5
1"=12"

SECTION AT STOREFRONT17
1"=12"

1"=1'-0"

STOREFRONT
SECTIONS
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T.O. (E) FINISH FLOOR
ELEV= 0'-0" FF

A

2'-6"

B.O. (N) SIGNAGE
ELEV= 19'-5 5/8" AFF

(E) 2" ELECTRICAL CONDUIT
SERVING TENANT SPACE; B.O. AT
12'-5" AFF. GC TO RELOCATE

LINES OF RED POWDER COATED
BRAKE METAL FIN (P-5) BEYOND

SEPHORA 'S' FLAME LOGO AT
BLACK CANTED COMPOSITE
METAL PANELS BEYOND

LEASE LINE, VIF

(E) MALL CONSTRUCTION AND
FINISH TO REMAIN, SHOWN
HATCHED; GC TO PROTECT
DURING CONSTRUCTION AND
PATCH & REPAIR AS REQUIRED

(E) LL CONSTRUCTION AND FINISH TO
REMAIN, SHOWN HATCHED. AREA TO
BE V.I.F. - NOTIFY ARCHITECT,
SEPHORA PM, AND STRUCTURAL
ENGINEER OF ANY CONFLICTING
CONDITIONS IMMEDIATELY

INTERIOR PORCELAIN FLOOR TILE

CORIAN BASE (B-1) ON
SALES AREA SIDE BEYOND

COMPOSITE METAL PANELS
(MP-1) TO CONTINUE TO FINISH
FLOOR AT INTERIOR OF STORE

PAINTED INTERIOR GWB
WALL BEYOND

BLACK COMPOSITE METAL PANELS
(MP-1) WITH BACK-BEVELED BENT
EDGES. NO SEAMS AT BENDS -
CONTINUOUS FOLDS, TYP.

TYPICAL BUTT JOINT AT BLACK
COMPOSITE METAL PANELS (MP-1)
TO ALIGN WITH BUTT JOINTS AT
STOREFRONT

(N) CANOPY CLAD IN CLEAR
ANODIZED ALUMINUM FINISH (P-10)
TO MATCH STOREFRONT.

PAINTED SUSPENDED GWB
VALANCE PANEL BEYOND

RECESSED METAL HALIDE
LIGHT FIXTURE AT SALES
AREA BEYOND

PAINTED INTERIOR
SUSPENDED GWB CEILING

(E) COPPER H2O PIPE BEYOND;
B.O. AT 13'-8 1/2" AFF

3/8" BLACK METAL REVEAL

(N) STRUCTURAL BEAMS AND METAL
FRAMING (SEE STRUCTURAL DRAWINGS). GC
TO FIELD VERIFY EXISTING STRUCTURE AFTER
DEMOLITION IS COMPLETE AND NOTIFY
OWNER, ARCHITECT, AND STRUCTURAL
ENGINEER OF EXISTING CONDITIONS.

RECESSED METAL HALIDE
DISPLAY LIGHTING; SEE
ELECTRICAL DRAWINGS

(E) DRAINS AND ABANDONED
PIPING TO BE REMOVED

MAINTAIN REQUIRED
SLOPE AT SIDEWALK

(E) CONCRETE SIDEWALK TO
REMAIN; ENSURE FLUSH TRANSITION
TO TENANT FLOOR TILES

SLIP-RESISTANT (FLAMED) PORCELAIN
TILE FLOORING (PT-4) AT AREAS OF
RECESSED STOREFRONT

+/-8" H. BLACK GRANITE BASE AT
GLAZING BEYOND TO ALIGN WITH BASE
AT INTERIOR. SCRIBE FINISH TO FLOOR
LINE; NO CAULKING ALLOWED

(N) CONCRETE CURB; SEE
STRUCTURAL DRAWINGS

2" X 6" CLEAR ANODIZED
ALUMINUM STOREFRONT MULLION
SYSTEM BEYOND WITH WITH 1" THK.
INSULATING CLEAR TEMPERED
GLAZING

3/4" BLACK METAL REVEAL TO
MATCH COMPOSITE METAL PANELS

CONTINUOUS METAL FLASHING TO
EXTEND UP 6" MIN; PAINT BLACK TO
MATCH COMPOSITE METAL
PANELS. FASCIA TO BE PARTIALLY
REMOVED TO ACCOMMODATE (N)
WATERPROOFING; (N) INFILL TO
MATCH (E) ADJACENT
CONSTRUCTION AND FINISH BY LL

EQ
EQ

EQ

1"=1'-0"

STOREFRONT
SECTIONS

SECTION AT STOREFRONT5
1"=12"
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9 
1/

2"

STOREFRONT
DETAILS

AS NOTED

STOREFRONT PLAN DETAIL17
3"=12"

STOREFRONT PLAN DETAIL 5
3"=12"

A6.3

STOREFRONT
DETAILS

AS NOTED

STOREFRONT PLAN DETAIL17
3"=12"

STOREFRONT PLAN DETAIL 5
3"=12"

STOREFRONT PLAN DETAIL - GRANITE COLUMN @ ENTRY DOORS19
1 1/2"=12"
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SEPHORA LETTERS TO
BE SEPHORA LOGO

3"

2'-5"

7"
7"

2'-0" 2 1/2"2 1/2"

1'
-5

"

3/4"

ALIGN

3/
4"

3/
4"

ALIGN

NOTES:

1. SIGN VENDOR IS RESPONSIBLE TO OBTAIN SIGNAGE PERMIT BY LOCAL
JURISDICTION AND LANDLORD APPROVAL AS REQUIRED.

2. REFER TO A6.0 STOREFRONT ELEVATION AND PLAN FOR SPECIFIC
LOCATION AND MOUNTING HEIGHT.  FIELD VERIFY ALL EXISTING
CONDITIONS.

3. WEATHERPROOF ALL PENETRATIONS AND CONNECTIONS AT EXTERIOR
APPLICATIONS.

3"

2'-5"

7"
7"

2'-0" 2 1/2"2 1/2"

1'
-5

"

3/4"

3/
4"

3/
4"

ALIGN

ALIGN
G.C. TO PROVIDE 2 LAYERS OF 3 4" FIRE TREATED PLYWOOD FOR
BLADE SIGN BACKING AT PIER INSTALLATONS.  VERIFY W/
STRUCTURAL DRAWINGS.

SEE DETAIL 14/A6.5 FOR MOUNTING PATTERN

SEPHORA LETTERS TO
BE SEPHORA LOGO

SEE DETAIL 14/A6.5 FOR MOUNTING PATTERN

DOUBLE FACED ILLUMINATED BLADE SIGN - 3" THICK

SIGN FACE - 0.125" THICK BRAKE FORMED ALUMINUM PANELS WITH PAINTED
BLACK GLOSS FINISH.
'SEPHORA' LOGO  -  1/2" THICK WHITE ACRYLIC LETTERS ROUTED OUT AND
PUSHED THROUGH FACE OF ALUMINUM SIGN FACE, BOTH FACES.
BRACKET  -  1" X 2" ALUMINUM TUBE WITH END CAPS WELDED TO ALUMINUM
CHANNEL FRAME CONCEALED BEHIND SIGN FACE.  FINISHED TO MATCH
SIGN.
LIGHT SOURCE  -  4100K LED LIGHTS AT TOP, BOTTOM AND OUTSIDE EDGE TO
PROVIDE UNIFORM  ILLUMINATION.  POWER SOURCE AS PER ELECTRICAL
DRAWINGS.  NO VISIBLE CONDUIT OR CORDS ALLOWED.

BLADE SIGN TO BE INSTALLED WITH CONCEALED ANCHORS AS REQUIRED FOR
SUBSTRATE AND FIELD CONDITIONS.  VERIFY ON-SITE CONDITIONS PRIOR TO
INSTALLATION.  ALL ATTACHMENT DEVICES, WIRING, CLIPS, TRANSFORMERS,
LAMPS, TUBES AND ANY OTHER MECHANICAL REQUIRED FOR SIGN(S) SHALL
BE CONCEALED.

SIGN AREA = 3.42 SF (PER LANDLORD REQUIREMENTS)

DOUBLE FACED NON-ILLUMINATED BLADE SIGN - 3" THICK

SIGN FACE - 0.125" THICK BRAKE FORMED ALUMINUM PANELS WITH PAINTED BLACK
GLOSS FINISH.
'SEPHORA' LOGO  -  1/4" THICK WHITE LASER CUT ACRYLIC LETTERS ADHERED TO FACE
OF ALUMINUM SIGN PANEL, BOTH FACES.
MOUNTING BRACKET  -  1" X 2" ALUMINUM TUBE WITH END CAPS WELDED TO
ALUMINUM CHANNEL FRAME CONCEALED BEHIND SIGN FACE. FINISHED TO MATCH
SIGN

BLADE SIGN TO BE INSTALLED WITH CONCEALED ANCHORS AS REQUIRED FOR
SUBSTRATE AND FIELD CONDITIONS.  VERIFY ON-SITE CONDITIONS PRIOR TO
INSTALLATION.  ALL ATTACHMENT DEVICES, WIRING, CLIPS, TRANSFORMERS, LAMPS,
TUBES AND ANY OTHER MECHANICAL REQUIRED FOR SIGN(S) SHALL BE CONCEALED.

SIGN AREA = 3.42 SF (PER LANDLORD REQUIREMENTS)

G.C. TO PROVIDE 2 LAYERS OF 3/4" FIRE TREATED PLYWOOD
FOR BLADE SIGN BACKING AT PIER INSTALLATONS.  VERIFY W/
STRUCTURAL DRAWINGS.

NOTES:

1. SIGN VENDOR IS RESPONSIBLE TO OBTAIN SIGNAGE PERMIT BY LOCAL
JURISDICTION AND LANDLORD APPROVAL AS REQUIRED.

2. REFER TO A6.0 STOREFRONT ELEVATION AND PLAN FOR SPECIFIC
LOCATION AND MOUNTING HEIGHT.  FIELD VERIFY ALL EXISTING
CONDITIONS.

3. WEATHERPROOF ALL PENETRATIONS AND CONNECTIONS AT EXTERIOR
APPLICATIONS.

X'
-X

X"

X'-XX"

VINYL CUTOUT LETTERS:

BLACK FINISH VINYL INDIVIDUAL CUTOUT LETTERS/LOGO, APPLIED TO THE INSIDE OF GLASS

NOTES:

1. OWNER'S GRAPHICS VENDOR SHALL
PROVIDE SHOP DRAWINGS

2. SIGN VENDOR IS RESPONSIBLE TO
OBTAIN SIGNAGE PERMIT AS
REQUIRED BY LOCAL JURISDICTION

CL OF SIGN AND DOOR
CLERESTORY/TRANSOM PANEL

SEPHORA LETTERS TO BE
SEPHORA LOGO

NOTES

1. SIGNAGE VENDOR SHALL PROVIDE SHOP DRAWINGS FOR APPROVAL
2. SIGN VENDOR IS RESPONSIBLE TO OBTAIN SIGNAGE PERMIT AS REQUIRED BY LOCAL JURISDICTION & LANDLORD APPROVAL
3. ALL ILLUMINATED SIGNS MUST BE ON DURING MALL OPERATING HOURS AND AS PER LANDLORD REQUIREMENTS.
4. SIGN SIZES VARY - SEE STOREFRONT ELEVATION FOR LOCATION, SIZE & ORIENTATION.
5. ALL ATTACHMENT DEVICES, WIRING, CLIPS, TRANSFORMERS, LIGHT SOURCES, TUBES AND OTHER MECHANICAL REQUIRED FOR SIGN(S) SHALL

BE CONCEALED.  WEATHERPROOF ALL PENETRATIONS AND CONNECTIONS AT EXTERIOR INSTALLATIONS.
6. FACE OF LETTERS ARE TO BE VERTICAL - REAR FACE OF LETTERS TO BE CANTED TO MATCH FACE OF BLACK METAL PANELS BY OTHERS.  REFER

TO DETAIL 10/A6.5 FOR SIDE ELEVATION.  BACKS TO BE VERTICAL AT NON-CANTED INSTALLATIONS.  FIELD VERIFY EXACT CONDITIONS.

SIDE LIT CHANNEL LETTERS:

ACRYLIC FACES & RETURNS  -  WHITE ACRYLIC SIGN BODIES WITH BLOCK-OUT BLACK VINYL FILM APPLIED TO FACE OF LETTERS.  1" WIDE
GLOSS BLACK VINYL ACCENT STRIP AT REAR EDGE/PERIMETER OF LETTERS.
LETTER BACKS  -  CLEAR LEXAN
ILLUMINATION  -  4100K MINI LEDS

PROVIDE WEATHER-TIGHT SEAL AT
EXTERIOR INSTALLATIONS, TYP.

24
"

15'-10" @ 24" HIGH

SEPHORA LETTERS TO BE
SEPHORA  LOGO

STRIPED GRANITE AND
LIMESTONE PILASTER SIGNAGE
3" HIGH, ETCHED LETTERS

SIGN AREA = 0.5 SF
TYP.

CL OF SIGN
AND THIRD
BLACK STRIPE

CL OF PILASTER

WATER JET CUT
SEPHORA LETTERS INTO
GRANITE 1/4" DEEP W/
SHARP CORNERS FOR
SEPHORA LOGO

NOTES:

ARTWORK TO BE PROVIDED BY SEPHORA.  CONTACT
SEPHORA CONSTRUCTION PM FOR ARTWORK FILES.

GC TO COORDINATE FINAL ARTWORK WITH THE GC'S
STONE SUBCONTRACTOR.  SUBMIT SHOP DRAWINGS &
SAMPLE OF 'R' LETTER FOR SEPHORA REVIEW PRIOR TO
FABRICATION AND INSTALLATION.  GC IS RESPONSIBLE
FOR SIGNAGE PERMIT AS REQ'D BY LOCAL
JURISDICTION.

F.O. MULLION

1'
-5

"

3"
15

/1
6"

2 1/4"

4 
1/

2"

3/
8"

BLADE SIGN MOUNTING
HOLE TYP OF (4)

POWER OUT FROM
BLADE SIGN

NOTES

1. SIGN VENDOR IS RESPONSIBLE TO OBTAIN SIGNAGE PERMIT BY LOCAL JURISDICTION AND LANDLORD APPROVAL AS REQUIRED.
2. REFER TO A6.0 STOREFRONT ELEVATION AND PLAN FOR SPECIFIC LOCATION AND MOUNTING HEIGHT.
3. WEATHERPROOF ALL PENETRATIONS AND CONNECTIONS AT EXTERIOR APPLICATIONS.

CL OF FLAME & METAL PANELS

WIDTH OF METAL PANELS VARY.
REFER TO PLAN DETAIL A6.0

11
'-0

"
18

" +
/-

C

8"

9"

L OF FLAME3"

SITE
VERIFIED

24
"

WHITE ACRYLIC SIGN BODY ATTACHED
TO FACE OF EXISTING BUILDING

1" WIDE GLOSS BLACK VINYL ACCENT
STRIP @ PERIMETER OF INDIVIDUAL
LETTERS, TYP.

EXISTING BASE BUILDING FASCIA.  SIGN
VENDOR TO FIELD VERIFY ACTUAL
SLOPE OF PANELS PRIOR TO
FABRICATION AND INSTALLATION

SIGNAGE DETAILS

AS NOTED

BLADE SIGN - ILLUMINATED13
1 1/2"=12"

SEPHORA FLAME ILLUMINATED ACRYLIC SIGN6
3/4"=12"

SIDE ILLUMINATED FABRICATED ACRYLIC LOGO @ STORERONT8
3/4"=12"

VINYL CUT OUT SIGNAGE @ DOOR TRANSOM15
3/4"=12"

BLADE SIGN - MNTING PATTERN14
3"=12"

BLADE SIGN - NON-ILLUMINATED5
1 1/2"=12"

GENERAL NOTES20
NTS

DETAIL18
3/8"=12"

SIDE VIEW - ACRYLIC LETTER10
3"=12"

NOTE: FOR ELECTRONIC VECTOR ARTWORK,
CONTACT SEPHORA.

A6.5

SIGNAGE DETAILS

AS NOTED

BLADE SIGN - ILLUMINATED13
1 1/2"=12"

SEPHORA FLAME ILLUMINATED ACRYLIC SIGN6
3/4"=12"

SIDE ILLUMINATED FABRICATED ACRYLIC LOGO @ STORERONT8
3/4"=12"

VINYL CUT OUT SIGNAGE @ DOOR TRANSOM15
3/4"=12"

BLADE SIGN - MNTING PATTERN14
3"=12"

BLADE SIGN - NON-ILLUMINATED5
1 1/2"=12"

GENERAL NOTES20
NTS

DETAIL18
3/8"=12"

SIDE VIEW - ACRYLIC LETTER10
3"=12"

NOTE: FOR ELECTRONIC VECTOR ARTWORK,
CONTACT SEPHORA.
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